
Rigid 
Waterproof 
Flooring

Product Specifications

ATF-608    Grey Oak New www.alltypeflooring.com.au

Thickness

Backing

Wear Layer

Plank Size

Warranty

Qty per box

m² per box

6mm (incl. 1mm Backing)

1mm Cork Backing

0.55mm

225mm * 1532mm

Residential Use                             Commercial Use

25 Year Residential                       5 Year Commercial

6 pcs

2.068 m²



No Acclimation 
Required 

Large Area
Installation

without T-molds

Embossed
Surface

Easy to
Maintain

100%
Waterproof

Extra Stable to
Heat and Sunlight

Extra Sound
Absorbent

Soft
Underfoot

ATF-457    South West Marri New

Multi-layered Quartz Enhanced 
Urethane Coating

Embossed Decorative Film

Limestone-based Rigid Core

Sound Absorbing Backing

ATF-457    South West Marri New

ATF-2300    Jarrah New

ATF-468    Spotted Gum New

ATF-608    Grey Oak New 

ATF-609    Willow new

ATF-459    Margaret River Marri New

ATF-2015    Stone Washed Oak New

ATF-2061    Hobart New

ATF-2300    Jarrah New

ATF-1696   Eastern Blackbutt

ATF-2959    Smokey Oak

ATF-2782    Misty Oak

Sound Absorbing Backing


